









































MateGO 2+8 Pin (50A+5A) CHOGORI

APPLICATIONS

ADVANTAGES

¢ Push-lock mechanism, easy to plug and
unplug, with an audible click when locked
in place

* 3 locking dots design enhances connection
stability in vibrating environments

* Rear-mounted flange with molding screw,
easy to install

* RoHS and REACH compliant

* IPXXB /

SPECIFICATIONS DIMENSIONS

Mechanical Properties | Plug
Mating Cycle: 5000 Cycles
Electrical Properties |
Voltage Rating: 80V DC
Current Rating: 50A+5A
Withstand Voltage: 1500V AC
Insulation Resistance: 100MQ at DC 500V
Panel

Environmental Properties

IP Rating: IPX7 Mated; IPX7 Panel Side
Operating Temperature: -40°C to 105°C
Salt Spray: 5%Nacl, 48H
| Others
Mating Dimension

Wire Processing: Solder / Plug Side

Crimp / Panel Side
Wire Gauge: Power 9AWG / Max

Signal 20AWG / Max
Flammability Rating: UL%94 V-0




CHOGORI Large Pro 2+1+5 Pin(50A+15A+5A)

APPLICATIONS

ADVANTAGES

* Push-lock mechanism, easy to plug and
unplug

* 4 |ocking dots design enhances connection
stability in vibrating environments

* Compatible with Large 2+1+5

* Feature a visual alignment window for
accurate mating

* Ergonomic design
. * RoHS and REACH compliant j .

DIMENSIONS SPECIFICATIONS

| Mechanical Properties

Plug
Mating Cycle: 3000 Cycles
| Electrical Properties
Voltage Rating: 300V DC(Power)
80V DC(Signal)
Current Rating: 50A+15A+5A
: . 2000V AC(Power)
Withstand Voltage: 1500V(Signal)
Insulation Resistance: 100MQ at DC 500V
Panel

| Environmental Properties

Operating Temperature: -40°C to 105°C
Salt Spray: 5%Nacl, 48H
| Others
Mating Dimension Wire Processing: Solder
i Wire Gauge: Power 9AWG / Max

Signal 20AWG / Max

REF45.9
S -
7 ]

1
1
1
1
1
1
1
1
!
! IP Rating: IP67 Mated
1
1
1
1
1
1
1

e e Flammability Rating: UL94 V-0
—1
M s
Q_I'
w
i)
oy




Large Pro 2+4 Pin (50A+5A) CHOGORI

APPLICATIONS

ADVANTAGES

* Push-lock mechanism, easy to plug and unplug

* 4 locking dots design enhances connection
stability in vibrating environments

* Feature a visual alignment window for accurate
mating

* Compatible with Large 2+4

* Ergonomic design

* RoHS and REACH compliant

SPECIFICATIONS DIMENSIONS

| Mechanical Properties Plug
Mating Cycle: 3000 Cycles
| Electrical Properties
Voltage Rating: 300V DC(Power)
80V DC (Signal)
Current Rating: 50A+5A Panel
Withstand Voltage: 2000V AC (Power)
1500V AC (Signal)
Insulation Resistance: 100MQ at DC 500V

| Environmental Properties

IP Rating: IP67 Mated; IPX7 Panel Side
Operating Temperature: -40°C to 105°C
Salt Spray: 5%Nacl, 48H Mating Dimension
| Others
Wire Processing: Solder
Wire Gauge: Power 9AWG / Max
Signal 20AWG / Max
Flammability Rating: UL94 V-0










CHOGORI FCO4 Pro 2+10 Pin (100A+5A)

APPLICATIONS

ADVANTAGES

e 2 power + 10 signal pins layout
* 1mm self-floating

* 5.7mm NEWSOK power terminal-Chogori
patented technology with high reliability,
high current transmission capacity

¢ RoHS and REACH compliant

DIMENSIONS SPECIFICATIONS

Vehicle Side Battery Side

Mechanical Properties

Mating Cycle: 5000 Cycles

Electrical Properties

Voltage Rating: 80V DC

Current Rating: 100A+5A
Withstand Voltage: 1500V AC
Insulation Resistance: 500MQ at DC 500V

Environmental Properties

X . X Operating Temperature: -40°C to 105°C
Mating Dimension
Salt Spray: 5%Nacl, 48H
| Others

Wire Processing: Crimp

Wire Gauge: Power 25mm? / Max
Signal 20AWG / Max

Flammability Rating: UL94 V-0

Guide Post: Stainless Steel
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FC09 2+5Pin (GOA+5A) CHOGORI

APPLICATIONS .

ADVANTAGES

» Vehicle side with self-floating

* Support 180° bi-direction mating

* Optional overmolded tail on the vehicle
side for enhanced waterproof protection

* RoHS and REACH compliant

* Battery side: IPXXB

SPECIFICATIONS DIMENSIONS

Vehicle Side
| Mechanical Properties
Mating Cycle: 5000 Cycles
| Electrical Properties
Voltage Rating: 72V DC
Current Rating: 60A+5A
Withstand Voltage: 1500V AC
Insulation Resistance: 200MQ at DC 500V
Battery Side

| Environmental Properties

IP Rating: IPX5 Mated; IPX7 Panel Side
Operating Temperature: -40°C to 105°C
Salt Spray: 5%Nacl, 48H

| Others

Mating Dimension
Wire Processing: &

FCO9: Solder / Vehicle Crimp / Battery
FCO9 Pro: Crimp

Wire Gauge: Power 8AWG / Max - A
Signal 20AWG / Max oY ‘ ‘ ‘ ‘
w
Flammability Rating: UL94 V-0 &
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CHOGORI ES-CP50 2 Pin (50A)

APPLICATIONS

ADVANTAGES

* Genderless interchangeable design
* CKD design

* Cost effective

* Small form factor

* High current in line connector

* RoHS and REACH compliant

1
DIMENSIONS | SPECIFICATIONS
1
:
Plug :
| | Mechanical Properties
: Mating Cycle: 10000 Cycles
:
' | Electrical Properties
: Voltage Rating: 600V AC
: Current Rating: 50A
: Withstand Voltage: 2200V AC
: Insulation Resistance: 100MQ at DC 500V
:
: | Environmental Properties
1
: Operating Temperature: -20°C to 105°C
Maﬁng Dimension : Salt Spray: 5%Nacl, 48H
1
!
: | Others
! Wire Processing: Crimp
' Wire Gauge: 6.0 mm? / Max
: Flammability Rating: UL94 V-0
1
1
1
1




ES-CTG 2+5 Pin (100A+2A) CHOGORI

APPLICATIONS tion

ADVANTAGES

¢ Push and press for locking and unlocking,
easy to use

* CKD design

* Mechanical lock or microswitch option

* Compliant with IS 17017_2_6/ IEC 62196-6

* Ergonomic design

* RoHS and REACH compliant

DIMENSIONS

Charging Gun

SPECIFICATIONS

Mechanical Properties

REF2Z70.0

Mating Cycle: 10000 Cycles

Electrical Properties

Voltage Rating: 120V DC (Power)
30V DC (Signal)
Current Rating: 100A+2A
Withstand Voltage: 2000V AC (Power)
500V AC (Signal)
Insulation Resistance: 100MQ at DC 500V

Charging Inlet

| Environmental Properties

IP Rating: IP55 Mated; IP55 Charging Gun Side
Operating Temperature: -40°C to 105°C
Salt Spray: 5%Nacl, 48H
| Others
Wire Processing: Crimp
Wire Gauge: Power 16mm? / Max Mating Dimension
Signal 20AWG / Max
REF112 _ _ REF270.8 -
Flammability Rating: UL94 V-0
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For E-scooter and E-motorcycle charging application, for assembly type cable application APPLICATIONS

CHOGORI ES-CTG Pin (25A+2A)

ADVANTAGES
* Push and press for locking and unlocking,
easy to use
* Small form factor, easy to carry
* CKD design

* With micro switch

* Ergonomic design

* |S17017_2_6/IEC 62196-6 standard interface
* RoHS and REACH compliant

DIMENSIONS

SPECIFICATIONS

Charging Gun

| Mechanical Properties
Mating Cycle: 10000 Cycles

| Electrical Properties

Voltage Rating: 120V DC (Power)
30V DC (Signal)

Current Rating: 25A+2A

Withstand Voltage: 2000V AC (Power)
500V AC (Signal)

Insulation Resistance: 100MQ at DC 500V

Charging Inlet

| Environmental Properties

IP Rating: IP55 Mated
Operating Temperature: -40°C to 105°C
Salt Spray: 5%Nacl, 48H
| Others
Wire Processing: Cri
Mating Dimension : ing rmp
Wire Gauge: Power 12AWG / Max

REF112 . _ REF156.1 Signal 20AWG / Max

Flammability Rating: UL94 V-0




Micro-A 2-6 Pin (2A) CHOGORI

APPLICATIONS

Signal connectors for harsh environments

ADVANTAGES

Quick connect and disconnect

Small size

Overmold structure, clean and flexible
RoHS and REACH compliant

SPECIFICATIONS DIMENSIONS

: Male Plug
. . ! REF35.00
| Mechanical Properties !
Mating Cycle: 200 Cycles : o
' 2
| Electrical Properties :
1 2P 3P ap 5P 6P
Voltage Rating: 48V AC/ 60V DC :
Current Rating: 2A :
Withstand Voltage: 500V AC :
Insulation Resistance: 20MQ at DC 250V : Female Plug
! REF34.70
1
| Environmental Properties : 2
! RS
1
IP Rating: IP66 Mated l
1
Operating Temperature: -25°C to 80°C ' % 3p 4P sp &P
Salt Spray: 5%NacCl, 48H !
:
| Others : Mating Dimension
Wire Processing: Solder :
1
Wire Gauge: 2-4 Pin 24AWG / Max I |- REF63.50 -
5-6 Pin 26AWG / Max : *
Flammability Rating: UL94 V-0 ! gy v LTI 15
vy ¢ : | ISTODOHSD ©9.00
' ﬂﬂ—uﬂnﬂ-ﬂ.ﬂ nan uuu.ﬂ.ll_ﬂ-ﬂ—ﬂﬂ-
1
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CHOGORI Dream 7 Pin (2A)

2inamnovivne daisr 101 210109nno0d Isngid

APPLICATIONS

ADVANTAGES

¢ Quick connect

¢ Small size

¢ Overmold structure, clean and flexible
RoHS and REACH compliant

DIMENSIONS

SPECIFICATIONS

S =

1
Male Plug ! . .
! | Mechanical Properties
: Mating Cycle: 200 Cycles
REF31.10 — ] :
1
: | Electrical Properties
<1 ] $9.70 '
ann il : Voltage Rating: 48V AC/ 60V DC
* : Current Rating: 2A
: Withstand Voltage: 500V AC
Female Plug : Insulation Resistance: 20MQ at DC 500V
1
| !
—-——  REF30.60 ‘ ! | Environmental Properties
vuuuvY : IP Rating: IP66 Mated
<3 9.70 : Operating Temperature: -25°C to 80°C
aff0n : Salt Spray: 5%Nacl, 48H
f |
! | Others
Mating Dimension . X .
, Wire Processing: Solder
I : Wire Gauge: 24AWG / Max
' : Flammability Rating: UL94-HB
1
1
1
1




Dream 11 Pin (2A) CHOGORI

APPLICATIONS ~ etnomnovivns deierd 10t 210t29nM00 Ispgic

ADVANTAGES

¢ Quick connect

Small size

Overmold structure, clean and flexible
RoHS and REACH compliant

SPECIFICATIONS DIMENSIONS
Male Plug
| Mechanical Properties
Mating Cycle: 200 Cycles
S — REF42.20 EE———
|
| Electrical Properties ? 1;'0"
Voltage Rating: 48V AC/ 60V DC
Current Rating: 2A
Withstand Voltage: 250V AC
Female Plug
Insulation Resistance: 20MQ at DC 250V

—— REF45.00 |

| Environmental Properties

1
1
1
1
1
1
1
1
1
1
1
:
IP Rating: IPX7 Mated : (<= amvacm }%ﬂj $13.00
1
Operating Temperature: -25°C to 85°C ! *
1
1
1
1
1
1
1
1
1

Salt Spray: 5%Nacl, 48H
Mating Dimension
| Others
Wire Processing: Solder REF72.00
Wire Gauge: 26AWG / Max I | | ‘
Flammability Rating: UL94 V-0 ? 11!-°° "I""@ﬁ (<="'TD ? 1’3-00




CHOGORI

APPLICATIONS

Swappable Battery Connectors

® Bottom Connectors @ Top Connectors
~
FCO04 Pro FC09 Pro Mate60 2+4 Mate60 2+1+5
(100A+5A) (40A+5A) (60A+5A) (60A+15A+5A)

On/off-Board Charging Connectors

Banga100 Large 2+1+5
(100A+5A) (40A+15A+5A)
ap-
ES-CT6 ES-CT6
(25A+2A) (100A+2A)

B

LD802+8

CMO062+8

(150A+5A) (80A+5A)
Bourbon80 3+6 Large Pro 2+1+5
(90A+5A) (50A+15A+5A)

| Discharging

www.chogori-tech.com




CHOGORI

HIGH RELIABILITY CONNECTION SYSTEM

sl el Gty G Vibration test High and low temperature test
waterproof test

Wire bending test Plug and remove life test Insertion and removal force test

Temperature rise test Machine working equipment Lifgie = con.nector s llciio ]
equipment

-

House of lean manufacturing U-shaped production line Kanban system

www.chogori-tech.com 28




Chogori Technology Co., Ltd
7th-9th floor Building 2, No.58, Ping 'an Road, Guanlan Street, Longhua District
Shenzhen City, Guangdong Province, China.

www.chogori-tech.com

Discover our complete range of connector applications

CHOGORI
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